Diffuser Base

Matalal

Air diffuser platform with EPDM disc diffuser (BHB-MD225/310) Make water alive

Model : MDB11 / MDB11-12 [l

. Attach the air inlet PVC fitting set @) into the groove of

© Diffuser base

@ Air inlet PVC fitting set
@ Diffuser disc

@ Clip assembly

@ Plug

@ 4 section hose socket
@ Hose clamp

Model : MDB22 / MDB22-12

@ Double air inlet
PVC fitting set
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Fill the diffuser base @ with sand or gravel as full as
possible, then fill with water completely. Use the plug @
to seal the hole. By this way, the diffuser base would be
more stable.

diffuser base.

. Fix the air inlet PVC fitting set @ on diffuser base @ with

the clip assembly @.

. Screw diffuser disc @ to the air inlet PVC fitting set @) by

hand, but don’t overtighten.

. Connect the 4 section hose socket @) to the air inlet PVC
fitting set @.
. Air hose can be secured to the socket in the following

ways: (A) Use hose clamp @ and position screw nut on
the bottom side of hose to prevent the damage of fish.
Wrap electrical tape around the clamp for additional
protection to fish. (B) Attach Matala brand self-sink PVC
hose to the hose barb adapter with PVC glue.

. Connect the air hose to an air pump. Position the diffuser

base in deep end of the pond for the best aeration.

When double the aeration is required:

Fill both diffuser bases @ with sand or gravel as full as
possible, then fill with water completely. Use the plugs
@ to seal the holes. By this way, the diffuser bases would
be more stable.

The Quick Uni-Pack @ includes two sets of clip assembly
and a double air inlet PVC fitting.

Fix both diffuser bases @ by tighten the clip assembly
(from Quick Uni-Pack @) at the bottom of diffuser base.
Make sure both diffuser bases are connected parallel.

. Attach the double air inlet PVC fitting (from the Quick

Uni-Pack @) into the groove of diffuser base.

Fix the double air inlet PVC fitting on diffuser bases @
with the clip assembly €.

. Screw the two diffuser disc @ to the double air inlet PVC

fitting on each side.

. Then, please follow the direction of MDB11, step 5-7.



Diffuser Base

Matale

Air diffuser platform with EPDM disc diffuser (BHB-MD225/310) Make water alive

Model : MDB12 / MDB12-12 |l

. Attach the air inlet PVC fitting set @) into the groove of

© Diffuser base @ Plug

@ Airinlet PVC fitting set ) 4 section hose socket
@ Diffuser disc @ Hose clamp

@ Clip assembly 0 2 way PVC fitting set

Model : MDB24 / MDB24-12

Quick Uni-Pack

@ Double air inlet
PVC fitting set
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Fill the diffuser base @ with sand or gravel as full as
possible, then fill with water completely. Use the plug @
to seal the hole. By this way, the diffuser base would be
more stable.

diffuser base.

. Fix the air inlet PVC fitting set @) on diffuser base @ with

the clip assembly €.

Screw the 2 way PVC fitting set @) to the air inlet PVC
fitting set ).

Screw 2 units of diffuser disc @ to the 2 way PVC fitting

set ).

. Connect the 4 section hose socket @ to air inlet PVC

fitting set @.

Air hose can be secured to the socket in the following
ways: (A) Use hose clamp @ and position screw nut on
the bottom side of hose to prevent the damage of fish.
Wrap electrical tape around the clamp for additional
protection to fish. (B) Attach Matala brand self-sink PVC
hose to the hose barb adapter with PVC glue.

. Connect the air hose to an air pump. Position the diffuser

base in deep end of the pond for the best aeration.

When double the aeration is required:

Fill both diffuser bases @ with sand or gravel as full as
possible, then fill with water completely. Use the plugs
@ to seal the holes. By this way, the diffuser bases would
be more stable.

The Quick Uni-Pack @ includes two sets of clip assembly
and a double air inlet PVC fitting.

Fix both diffuser bases @ by tighten the clip assembly
(from Quick Uni-Pack @) at the bottom of diffuser base.
Make sure both diffuser bases are connected parallel.

. Attach the double air inlet PVC fitting (from the Quick

Uni-Pack @) into the groove of diffuser base.

Fix the double air inlet PVC fitting on diffuser bases @
with the clip assembly @).

Screw 2 way PVC fitting sets @) to the each side of double
air inlet PVC fitting.

. Screw 2 units of diffuser disc @ to the 2 way PVC fitting

set ). Repeat this step to the second 2 way PVC fitting
set.

. Then, please follow the direction of MDB12, step 6-8.
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